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Attention Roofing & Waterproofing Contractors  
 

A new building permit category for “Waterproofing” systems has been created.  Effective October 
1, 2007 all permits for waterproofing will be issued using the new building permit Category 109. 
Category 109 Waterproofing permits will be required whether the deck area to be waterproofed is 
above occupied or unoccupied spaces.   
 
Please see the Building Department’s Web page for new online Waterproofing Permit Forms. 
These forms can be filled out online, printed, and then submitted with the Building permit 
application (yellow) form when applying for this new permit category. 
 
Please see the following changes concerning waterproofing in Chapter 15 Roofing found in the 
High Velocity Hurricane Zone (HVHZ) section of the Florida Building Code. These changes were 
effective December 8, 2006. 
 

1519.16 Waterproofing:  Waterproofing systems may be installed in lieu of an approved roof system over 
sloped or horizontal decks specifically designed for pedestrian and /or vehicular traffic, whether the deck is 
above occupied or unoccupied space. In new construction the minimum deck slopes shall be ¼:12.  

1519.16.1 The waterproofing system must posses a current and valid product approval.  

1519.16.2 If an overburden or wearing surface is not to be installed, the waterproofing system must be 
approved by the manufacturer for use in vehicular and/or pedestrian traffic locations.  

1519.16.3 The waterproofing assembly must possess a Class A, or Class B, or Class C fire rating as required 
herein.  Please note that Class C fire ratings can only by used on structures not occupied by humans 

15119.16.4 If any portion of the waterproofing membrane is to remain exposed, the waterproofing system shall 
be ultra-violet resistant. 

1519.16 .5 Flashings must be installed according to the waterproofing manufacturer’s published specifications 
and in compliance with the material and attachment standards of RAS 111.  

1519.16.6 The waterproofing system shall be flood tested in accordance with ASTM D 5957.  

1519.16.6.1 The flood test shall take place after installation of the waterproofing membrane and prior to the 
installation of any above membrane components, wearing surface or overburden.  

1519.16.6.2 An approved testing lab shall provide written verification to the Building Official confirming 
that the flood test was performed along with the results, prior to final inspection.  
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